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To,

Registrar,

Punyasholk Aahilyadevi Holkar Solapur University,

Solapur.

Name of firm:

Address:

Mobile No.

Schedule - B

A Civil Work
Sr.

No
SSR

Item
No.

Item Qty. Unit Rate Amount

I 26.17 Providing and Laying Cast in situ/Ready Mix
cement concrete in M-20 of
traplgranitelquartzite/gneiss metal for R.C.C.
pardi of required thickness including steel

centering, formwork, cover blocks,
laying/pumping, compacting, curing, finishing
and roughening them if special finish is to be

provided and curing complete. (Excluding
reinforcement and structural steel). With fully
automatic micro processor based PLC with
SCADA enabled reversible Drum type
mixer/concrete Batch mix plant (Pan mixer) etc.
complete. With fine aggegate (Natural
Sand/Crushed sand VSI Grade finely washed

ext)

0.92 CuMt. 12298.14 11314.29

2. 33.68 Providing and laying telephone black/Ambe
White/ Cadbury brown/ Ruby redl Ocean

Brown granite stone of 18 to 20 mm thick for
door frame/dado/window boxing etc. On C.M.
l:6 including filling joints with polymer base

filler nosing the sharp edges wherever
necessary. Curing" etc. complete.

I 1.60 SqMt. 3675.00 42630.00

J. 25.31 Providing and laying Cast in situ/Ready Mix
cement concrete M-20 of
traplgranitelquartzitel gneiss metal for R.C.C.
columns as per detailed designs and drawing or
as directed including steel centering, formwork,
cover blocks, laying/pumping, compaction
finishing the formed surfaces with cement

mortar 1:3 of sufficient minimum thickness to
give a smooth and even surface or roughening if
special finish is to be provided and curing etc.

complete, (Excluding reinforcement and

structural steel). With fully automatic micro
processer based PLC with SCADA enabled

reversible Drum Type mixer/concrete Batch

mix plant (Pan mixer) etc. complete. With fine
aggregate (Natural Sand/Crushed sand VSI
Gredc finelv rvashed efc )

0.1I CuMt. 11032.89 1213.62



4. Supply & Fixing of sand Stone cladding Tiles
20 mm thick and required width wide in plain
pattern including Cement float, filling joints,
with neat cement slurry, Natural sand, curing
and cleaning complete. With prior approval of
concemed Superintending Engineer.

8.00 SqMt. 2477.60 19380.80

5. 25.11 Providing and laying in situ/Ready mix cement

concrete M-20 of traplgranitelquartzite/gneiss
metal for R.C.C. work in foundations like raft,
strip foundations, grillage and footings of
R.C.C. columns and steel stanchions etc.
including bailing out water, steel centering
formwork, layingl pumping cover blocks,
compaction and curing roughening the surface if
special finish is to be provided (Excluding
reinforcement and structural steel) etc.

complete, with fully automatic micro processor
based PLC with SCADA enabled reversible
Drum Type mixer/ concrete Batch mix plant
(Pan mixer) etc. complete. With fine aggregate
(Natural Sand/ crushed sand VSI Grade finely
washed etc.)

0.80 CuMt. 5831.19 4664.95

6. 25.50 Providing and laying Cast in situ/Ready Mix
cement concrete M-20 of traplgranitel
quartzitelgneiss metal for R.C.C. beams and

lintels as per detailed designs and drawings or
as directed including centering, formwork,
cover blocks, laying /pumping, compaction and
roughening the surface if special finish is to be
provided and curing etc. complete. (Excluding
reinforcement and structural steel). With fully
automatic micro processor based PLC with
SCADA enabled reversible Drum Type
mixer/concrete Batch mix plant (Pan mixer) etc.

complete. With natural sandA/.S.l.quality
Artificial Sand.

0.3 t CuMt. 9773.94 3029.92

7. 26.33 Providing and fixing in position TMT- FE -500
bar reinforcement of various diameters for
R.C.C. pile caps, footings, foundations, slabs,

beams columns, canopies, staircase. newels,
chajjas, lintels pardis, copings, fins, arches etc.

as per detailed designs, drawings and schedules.

Including cutting, bending, hooking the bars,

binding with wires or tack welding and

supporting as required complete.

0.40 M.T. 67193.70 26877.48

8. 24.01 Providing and laying Cast in situ/ Ready Mix
cement concrete in M-10 of
traplgranitelquartzitel gneiss metal for
foundation and bedding including bailing out
water, formwork, laying/pumping, compacting,
roughening them if special finish is to be

provided, finishing if required and curing
complete, with fully automatic micro processor

based PLC with SCADA enabled reversible
Drum Type mixer/concrete Batch mix plant
(Pan mixer) etc. complete. With natural sand/

V.S.l. quality Artificial sand.

0.90 CuMt. 4790.34 4311.31



9. 27.O1 Providing Second class Burnt Brick Masonry
with conventional/ I.S. type bricks in cement
mortar 1:6 in foundations and plinth of inner
walls/ in plinth extemal walls including bailing
out water manually, striking joints on
unexposed faces, raking out joints on exposed
faces and watering etc. Complete.

1.01 CuMt. 5577.49 5633.26

10. 40.08 Providing and fixing mat finish stainless steel
(of 302 grade ) railing with top 75 mm square
pipe and 50mm X 50mm vertical pipe as
required & horizontal pipes of 25 mm dia in
three rows, all pipes of 2mm thick including
buffing, fabricating fixtures and fastening
including pipe base of appropriate diameter and
ball base of 75 mm dia above newel post of
75mm dia. Etc. complete (Prior approval of
sample and brand by Ex. Engineer is necessary
before use)(l'-6" Height)

1 t.60 RMt. 3638.00 42200.80

11 21.04 Excavation for foundation in earth, soils of all
t;zpes, sand, gravel and soft murum, including
removing the excavated material, up to a
distance of 50 meters beyond the building area
and stacking and spreading as directed,
dewatering, preparing the bed for the foundation
and necessary back filling, ramming, watering
including shoring and strutting etc. complete.
(Lift from l.5m to 3.0m) Bv Mechanical Means

4.66 CuMt. r 78.00 829.48

12. 21.36 Filling in plinth and floors with approved
excavated material in 15cm. to 20cm. layers
including watering and compacting etc.
complete.

3.00 CuMt. 8s.00 2ss.00

13. Supplying on site garden soil well sieved 90%
to pass through LS. sieve of lOmm sixe free
from stones rubbish like dried grass roots and
other such materials. The soil should be fresh
from quarry. The color of the soil generally be
red. The soil will be measured by measuring
box. (Farma)(Item includes Royalty charges,
Transporting, loading unloading etc.) lead
charges for 20 K.M. is considered

1.50 CuMt. 698.2s 1047.38

14. Supplying on site well decayed, well dried, well
powdered, without clods and free from stones,
dried grass and other rubbish material. The
color of the manure generally be black. The
manure will be measured by measuring box.
(Farma)(Item includes Transporting, loading
unloading etc.) lead charges for 20 k.m. is
considered.

0.75 CuMt. 813.75 610.31

15. Filling fresh garden soil/slit & manure in
excavated area including lead up to a distance of
50 mts.

1.86 CuMt. 89.25 r 66.01

16. Excavation the ground to a required depth of
20cms. Removing & conveying unwanted stuff
to required distance as directed. Filling fresh
garden soil/slit & manure in excavated area in
3:1 proportion to a height of 20 cms. Mixing
garden soil and manure thoroughly, well,
leveling, watering on previous night. Planting
required variety of lawn grass as directed and
maintaining till well established by watering,
weeding. clippine, rolling etc. complete.

5.37 SqMt. 502.00 2695.74



17. Providing engraving letters, figures Granite
plate including painting the letters/figures with
approved color and shade complete.

20.00 SqFt. 650.00 13000.00

A TOTAL 179860.34

B ELECTRICAL WORK
Sr.
No.

CSR
Item
No.

Item Qty. Unit Rate Amount

01. 2-9-12 Supplying and erecting LED Flood light fitting
of 30-40w, including lamp, with PF>0.95,
class IP 65 and above class IP 65 and above
Housing of pressure die cast alluminium alloy
and heat sink extruded alluminium complete
per specification No FG-ODF/FLS-2

4.00 No. 2648.00 10592.00

02. 7-2-5 Supplying erecting & terminating PVC
armored cable 3 core 2.5 sq mm copper
conductor continuous 5.48 sq. mm (12 SWG)
G.I. earth wire complete erected with glands &
lugs, on wall/trusses/pole or laid in provided
trench/pipe as per specification no. CB-LT/CU

50.00 RMi. 156.00 7800.00

03. s-3-3 Supplying, erecting and making SPMCB 6,4 to
32A, B-series (for lighting) in provided
distribution board as per specification No.
SW.SWR/MCB

2.00 No. 15 r .00 302.00

04. 5-3-14 Supplying, erecting &marking TPMCB 6A to
32 Ain provided distribution board as per
specifi cation No. SWSWRA4CB

1.00 No. 696.00 696.00

05. 5-4-14 Supplying and erecting single pole and neutral
distribution board(SPNDB) with door surface/
flush mounted with 2 ways for incoming and 6
ways for outgoing SP MCB's on iron/G.I.
frame/wooden board as per specification No.
SWSWR/MCBDB

1.00 No. I139.00 1139.00

06. 1-2-9 Supplying and erecting rigid PVC conduit 32
mm dia. With PVC accessories on walVceiling
as per specification No. WG-MA/CON, Para
no. 1.1.1

s0.00 RMt. 1 1.00 550.00

B TOTAL 21079.00

Summary
A Total (A+B) Rs. 200939.34
B Add GST 18% Or as Applicable Rs. 36169.08

C Grand Total Rs. 237108.43

Say Rs. 237108.00

I.e. Rs. Two lakh, Thirty Seven Thousand, one Hundred and Eight only

All Rate are including GST

I / We ready to work as per ............%o Above/Below/given Estimated Rates mention in schedule-B.

(Contractor Stamp and Signature)


